TP-023  Wireless Receiver
Instruction Manual
The wireless receiver is applicable with TP428 control panel, can Arm/Disarm with control panel, One control panel can use 8 different code remote control.
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Remote Control units Setup
The all Remote control before selling are factory default code. To prevent the interference from near systems, please reset the remote control code. Following Operate as below drawing:


    






Programming the control panel

After finishing above step, Must program & setup the control panel
Step1, In disarm state, Enter  Master code+  1  +  # button, arm indicator light, Bypass indicator light flash, the buzzer will sound 3 times
Step2, Enter Programming Number+  #  button,buzzer will sound 2 times,Kepad will show the Programming Number. The Programming Number is any Number From 9 To 16
Keypad indicator light On is corresponding showing Number Table:
	Programming Number
	Zone 1
Indicator 
	Zone 2
Indicator 
	Zone 3
Indicator
	Zone 4
Indicator
	Zone 5
Indicator
	Zone 6
Indicator
	Zone 7
Indicator
	Zone 8
Indicator
	power indicator
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	√
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	√
	
	
	√


     Step 3: Press the arm button of remote control, buzzer will sound 2 times, Arm indicator light, bypass indicator will be off.

     * Several remote controls of one control panel can use same code setup. only operate as above processing
·  * Several remote controls of one control panel can use different code setup ( one control panel can use 8 different code setup at most),Should be independently programming with each remote control. Same as Step1 to Step 3 above-mentioned.

     Remark: step 2, enter programming Number should be different.
Delete wireless remote control:
1, in disarm state, Enter Master code +  1 + #  button, arm indicator light, Bypass indicator light flash, buzzer will sound 3 times.

2, Enter Programming Number+   #   button, buzzer will sound 2 times, keypad will show the enter programming Number, Programming Number is Any Number From 9 To 16.

Remark:  programming Number should be corresponding with the setup   programming number
3, Enter keypad  ＊  ,buzzer will sound 2 times, Arm indicator light, Bypass indicator light will be off.

 Remark: 
* Several remote control of one control panel use same code setup, Delete operation will delete all remote control.

*Several remote control of one control panel use different code setup, Delete operation will delete the corresponding remote control.
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Instruction Position





press the plastic nail of module into fixable hole of panel





Use Screw peg the Module on the cover





Install insulated Loop into the hole of Top cover hole of panel





Cross the Antenna from the hole,Connect with Module terminals, the other wire connect to terminal.
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1、Use screw driver open remote control Take out the battery





2、Take out the PCB from remote control





3、Jointing with any two contacts. Same left drawing. One control panel can use same and different code setup.








Peg with panel








Peg with panel





Insulated Loop Loop





Install Antenna








